
EQUITY

I Computer Specifications

CPU.

Math
CC-P-r
RAM
ROM
IWO Expanson
SIOW

Power supply: Auto-sensing. Ian cc&d  waridwde
In~~tvsitaae: 115i23OVAC  50/6OHz.  2.OA
Cutput~age:  +NDC 76A

-5VDC.025A
+lZVDC. 16A
-la/DC 025A

Output power: 62 W (72 W peak)

Phywcal  CharactenstK3.
CPU Keyboa@

Wtih 1376,” 1931n
Depth: ,594,” 7 ii”
Heght: 4 Sin I aln
weght: 15.5lbs. 43Ibs

‘SInale  floppy  dwe conflguratlon
sonware Incl;des  MS-DOS 3 3 GW-BASIC.

XTREE”  and EpMn  enhanced utlllty

Video
dsplays: 12”Analog  Monochrome O~splay

,3’nnalog  Gmr  Os~lay  [VGA)
Hard Disk
controller: PC/XT half card

I Switch Settings I

POWER llghl SPEED button

Socket for BIlOMHz  8087 ca-proceSs0r
640KB ,wth  panty  standard on  SyStWn  board
6dK0 standard There are no DIP switches or jumpers to set for proper

operation of the Equity le.

On sysfem  board Supports two 3 5” double
denSOy  (720KB) dwes
Slandard  XT-fype controller board
T*ro  3 5” ,n,er’,!  storage de”IceS  maX!m”“?
3 5” Hall-hwghf  lloppy  disk awe
720KB  storage capacity

The CPU SPEED switch selects between 8 MHz and 10 MHZ.

When the computer is running at 8 MHz, the power light is
orange, and at 10 MHz,  the light is green.

3 5- 72OK8  floppy disk drwe
3 5” Half-henght  hard d,Sk  drwe
MMB  storage capacity The CPU SPEED button is located on the front panel, near
Interna,  “o”.ad,“stabie the disk drive bay.
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EQUITY le

Connector Pin Assignments

Parallel Port Connector

PIN NO. 1 SIGNAL NAME ( DIRECTlON 1 DESCRIPTION

1 1 -STROBE I 0 I

Serial  Port Connector
11
25

4/3/89

Keyboard or Mouse Connector (Interchangeable)

I 2

PIN NO. SlGNAL  NAME DIRECTION OESCRIPTION

1 c KBO DATA l/O Keyboard Oala

2 NC Reserved

( 3 ON0 Ground

4 l SV l s VOC

5 + KBD CLK l/O Keyboard Clock

6 NC Reserved

SHIELD Frame Grwnd Shmld

6

Monitor Connector 1 0 oo ”
00°

5

3 0
00°
OOO0 0 ‘5

10

I;;PIN; ~,!MALNAME 1 DIRECTION

5 NC Reserved

6 RED RETURN -

7 GREEN RETURN

s BLUE RETLIRN

9 KEY

10 GND

11 MOB0

12 MOSl

13 HSYNC

14 VSYNC

15 NC

Ground

MONITOR SENSE 0

MONITOR SENSE t

HORIZONTAL SYNC

VERTICAL SYNC

RO¶WWd

Monitor Type Sensing

fin11 P i n 1 2

Mo!xl  Mom STATUS

1 1 No Monitor Connected

0 1 Analog Color Monitor
1 0 Analog Monochrome Monitor

0 0 Other Monitor Type

Now 0 indicates a GROUND condition and
1 indicates an NC condition on the

corresponding monitor pin.
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EQUITY le

I/O Port Addresses

kidross FUrloWl Number Functkxt

000-OlF DMA  Controller, 3237A-5

020-03F Interrupt Controllrr

040-OSF Timer / Cwntsr

oso-062 I/O Ports

os3-OSF Systam  Board/Control and Status

OSO-OSF DMA  Page Flegisters

w-OAF* lnterrupt Controller Extsnsion

OBO-OBF Rsal -Time Clock Command/Status

OE0  - OEF Ftsal  -Time Clock Countar/RAM
320-32F Fixsd Disk

378-37F Parallel Port
3CO-3DF  Vidso Subsystam

3FO-3F7 Dlsketts

3FS - 3FF Ssriai Port

IRQO

IRol
IRQ2

IRQ3
IFKM

IRQS
IRQ6

IRO7

Timer Output

Ksyboard/Mousa/RTC

Video
ROSONd
Ssrial Port 1

Hard Disk

floppy Disk
Parallel Port

l The NM mark can ba sst and reset through system
sottwars  as follows:

Writs hex. SO to I/O address hex. A0 (snabls NM)

Write hex. 00 to l/O addrsss hex. A0 (snabla NM)

NOM: I/O Address hex Ooo to OFF are rssarved  for the

systam  board l/O.

DMA Channels

Funotlon I

0 Not&ad
1 Spare

2 FDD Controller

3 HDD Controller

Hardware Interrupts
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EQUITY le

lnstallation/Support Tips

Power

The Equity le has a power supply that is switchable between

115 V, for USA and Canadian use, and 230 V, for use in

other countries. There is no manual switch, as the power
supply is auto-sensing.

Video Adapters

m-w When using monitors other than the Epson VGA
monitors with the Equity le, it is recommended that
you power the monitor on before the computer.

This ensures that the Equity le will automatically

sense the monitor type at boot.

- - - lt is possible to use other optional video adapters in

the Equity le. However, CGA is not an allowed
option due to a register group conflict.

Installing Floppy Disk Drives

m-w When installing a floppy disk drive as drive B,

remember to set the drive select jumper to the
second position and attach the pass-through

connector on the floppy drive controller cable to the

drive, not the end connector.

Installing Hard Disk Drives

- - - lf you are having difficulty in formatting the hard

disk drive, try starting over with the Unconditional

Format option in diagnostics.

- - - When running a low-level format on the Equity le

optional hard disk drive, set the interleave to 5 for

optimum performance.
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EQUITY le

Information Reference List

Engineering Change Notices

EQb-001 4/13/B9 EquitybFlOMBlOSUpdatetoFbbasel.7Cl

EQb-002 3/15/89 Equity  b Power Supply Upgrade Kit

EQb-003 5/l/89 Equity b ROM BIOS Update to Fblease  1.72

EQb-004 WWQ Equity  b ROM BIOS Upgrade to Fbiease  1.74

Technical Information Bulletins

1 EQSERCQ2  1 3J15jS9 1 Equity Series Enhanced Keyboard  Part Numbr Information 1
I I I I

Product Support Bulletins

soW7A

%I0548

50071

6jl2jS9

5/4/99

S/9/99

3jlOjS9

U&g Expanded Memory  with Equity and Apex.

Using Math  cOprooessors  Wti Equity and Apex.

Equity Series Computers - ROM  History.

Equity b/Mini&&e  S425F HDD Interleave.

So075 3j21 j88 Equity Ie Common Questions and Answe~rs.

soon Equity Ie Compatibility List.

Apex/Apex Plus/Equity Series  Keyboards.

!Ii-OWlA

4/13/&l

4/19ja9

6/12/99

5j23/89~

6/12/99

a/iifas

-maI 5.25” FDDs for the Equity b.

Equity Series Computers

Equity b video Mode Compatibility.

Equily  b RAM Board Compatibility List.

Novell Netware Compatibility Test Results  for Equity b.



EQUITY le

Related Documentation

Y16299100500

Y162991W2w

M-TM-EQIe

M-PM-EC&

M-PL-EQle

Q5o188015

EQle-6

Equity lo MS-DOS 3.3 Manual

Equity Ie GW-BASIC Manual

Equity Ie Technical Manual

Equity Ie Technical Reference Manual

Equity Ie parts  List

Equity Ie lkew’s  Guide
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