With 7-color UltraChrome™ inks, 2880 x 1440 dpi

resolution, and ultra-fine 4-picoliter ink droplets,
the large-format EPSON Stylus® Photo 2200
delivers remarkable archival photos that last
up to 75 years. It even offers true borderless
photo printing in six popular sizes, plus

PRINT Image Matching™ technology for the best
quality photos from PRINT Image Matching-enabled

digital cameras.

The first desktop photo printer to use seven pigment inks, the

EPSON Stylus Photo 2200 provides the highest quality output available

from any pigment-based ink jet. And, with its innovative ink system

design, complete with individual ink cartridges, it ensures the deepest,

corresponding paper.

darkest blacks for prints and enlargements on both glossy and matte
paper. By exchanging the Photo Black ink and optional Matte Black ink

cartridges, users can optimize their black ink coverage based on the

Perfect for portrait or fine art photographers who need archival images, this

high-speed ink jet makes it easy for anyone to create long-lasting photos

and artwork on a variety of media up to 13" x 44". A power-packed performer,
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connectivity, and a convenient Parallel port.

the EPSON Stylus Photo 2200 comes with an easy-to-use roll paper holder
and automatic cutter for a quick, simple way to create borderless 4" x 6"

photos. It also includes high-speed USB and FireWire® IEEE 1394

INK JET PRINTER

Key Features

- Innovative ink system with 7-color UltraChrome

inks and individual ink cartridges

= Delivers archival results with a lighfastness rating of
up to 75 years for color prints, and up to 100 years
for black and white prints, ideal for portraits and
enlargments”

- 2880 x 1440 dpi resolution with ultra-fine 4-picoliter

ink droplets

= Provides exceptional detail and control for brilliant
clarity and color

True borderless photo printing

= Prints borderless snapshots on six popular photo
and paper sizes

- Interchangeable Photo and Matte Black inks

= Creates the deepest, darkest blacks on glossy and
matte paper respectively, using custom ink formulas

PRINT Image Matching technology

= Works perfectly with PRINT Image Matching-
enabled digital cameras to produce the best quality
prints possible

- Roll paper holder and automatic cutter

= Makes it easy to quickly create a multitude of
borderless 4" x 6" photos

Fast USB and FireWire IEEE1394 connectivity,
plus convenient Parallel port

Dates
- Launch May 24, 2002
Product Ship June 24, 2002
Ad Embargo July 14, 2002
- NDA April 25, 2002

New
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Preview
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<Printer Speciﬁcations)

/ Printing Method

Epson’s exclusive Micro Piezo® ink jet technology

Color Configuration
7-color (CcMmYKk) UltraChrome pigment inks with individual
ink cartridges

Maximum Resolution (dots per inch)
2880 x 1440 dpi black and color on photo papers

Ink Technology
EPSON Archival Ink with exclusive MicroCrystal Encapsulation;
.1 micron-sized ink particles

Print Speed
8" x 10" photo 2 min. 6 sec. on matte paper
3 min. 51 sec. on semi-gloss paper
Sound Level
42 dB(A)

Printer Language
EPSON ECP/P Raster

Software Drivers

USB 1.1/Parallel: Windows® 98, 2000, Me, and XP
USB 2.0: Windows 2000 and XP

FireWire (IEEE1394): Windows 2000, Me, and XP
Macintosh® system 8.6 to 9.x and OS X 10.1 or later

Software

EPSON Software™ Film Factory™

PRINT Image Matching plug-in for Adobe® Photoshop®
Exclusive third-party software offers

Standard Interfaces
USB, FireWire (IEEE-1394), Parallel

Print Direction
Bidirectional with logic seeking

Paper Handling

Letter, legal, 3.5"x 5/ 4" x 6, 5" x 7, 8" x 10; 11" x 147 11" x 17" (B),
13" x 19" (Super B), A4, statement, executive, A3 (11.7" x 16.5"),
user-definable sizes and panoramic up to 13" x 44"

Maximum Printable Area
13" x 44"

Paper Capacity

Input paper tray 100 sheets (plain paper) / 10 envelopes

Physical Characteristics (L x W x H)
13" x 8.2" x 24.3" (storage)
34.1"x 15.4" x 24.3" (printing)

25.7 Ib
Environmental Conditions
Temperature
Operating 50° to 95° F (10° to 35° C)
Storage -4° to 140° F (-20° to 60° C)
Humidity
Operating 20% to 80% relative humidity
Storage 5% to 85% relative humidity

(no condensation)

Safety Approvals
Safety standards UL1950, CSA22.2 950; FCC Part 15

subpart B class B, CSA C108.8 class B

Power Requirements

Rated voltage 120V AC

Rated frequency 50 to 60Hz

Rated current 0.4 Amp (max.)

Power consumption Approx. 19W (self-test mode);
6.0W (standby mode)

Ink Cartridge Life

Black ink life 628 pages text (ISO/IEC 10561
letter pattern); 440 pages graphics
(5% coverage)

Color ink life 440 pages (15% coverage)

Shelf life 2 years from production date

Optional Accessory
EpsonNet 10/100Base-TX External Ethernet Print Server

Warranty
Standard one year limited warranty including EPSON Exchange program
(U.S. and Canada only)

Product Ordering Information

EPSON Stylus Photo 2200 printer
Product code C11C387011
UPC code 0-10343-84184-0

Photo Black ink cartridge
Product code
UPC code

Cyan color ink cartridge
Product code
UPC code

Light Cyan color ink cartridge
Product code
UPC code

Magenta color ink cartridge
Product code T034320
UPC code 0-10343-84104-8

Light Magenta color ink cartridge
Product code T034620
UPC code 0-10343-84107-9

Yellow color ink cartridge
Product code T034420
UPC code 0-10343-84105-5

Light Black color ink cartridge
Product code T034720
UPC code 0-10343-84108-6

Matte Black color ink cartridge
Product code T034820
UPC code 0-10343-84109-3

* Lightfastness rating of 75 years, based on accelerated testing of prints on specialty media,
displayed indoors and under glass. Actual print stability will vary according to image,
display conditions, light intensity, humidity, and atmospheric conditions. Epson does not
guarantee longevity of prints. For maximum print life, display all prints under glass or
lamination or properly store them.

T034120
0-10343-84102-4

1034220
0-10343-84103-1

T034520
0-10343-84106-2
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EPSON Stylus Photo 2200
Single carton dimensions ~ 29.33" x 25.71" x 12.80" (L x W x H)

Single carton weight 41.21b
Pallet 51.42" x 31.49" x 82.09" (L x W x H)
Container 20', 11 pallets, 132 units

Gackaging SpecificationD

YOU'VE GOTTO SEEITIN

Epson
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Black Ink Cartridge
Single carton dimensions
Single carton weight 0.092 Ib

Master carton dimensions ~ 18.0" x 8.70" x 6.50" (L x W x H)
Master carton weight 4.07 b

4.30" x 1.40"' x 5.90" (L x W x H)

Color Ink Cartridges
Single carton dimensions
Single carton weight 0.092 Ib

Master carton dimensions ~ 18.0" x 8.70" x 6.50" (L x W x H)
Master carton weight 4.07 Ib

4.30"x 1.40"x 5.90" (L x W x H)
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www.epson.com

America, Inc.
Iroy Airport Way, Long Beach, CA 90806

Epson Canada, Ltd.
3771 Victoria Park Avenue, Toronto, Ontario M1W 375

Epson Latin America, Inc.
6303 Blue Lagoon Drive, Suite 195, Miami, FL 33126

Specifications and terms are subject to change without notice. EPSON, EPSON Stylus and Micro Piezo are registered trademarks and PRINT Image Matching is a trademark of Seiko Epson Corporation
BorderFree is a trademark and EPSON Connection is a service mark of Epson America, Inc. All other product and brand names are trademarks and/or registered trademarks of their respective companies.
Epson disclaims any and all rights in these marks. © Copyright 2002 for Epson America, Inc. CPD-13657 5/02 PDF
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