
Test environment TM‐i : FW 4.30ww r5381.5 Colors Supported Info
TM‐DT : TM‐T88V‐DT Windows (WebConfig 2.50) Not Suppored Not supported by design Not tested

Device Recongnition Test page Operation Connection Data receive Device Recongnition Test page Operation Connection Data receive
Logitech 920‐002478 OK OK OK OK OK OK OK OK OK OK
Cherry *2 G80‐8113LUVEU‐2

Keyboard OK OK OK OK OK OK OK OK OK OK
MSR OK NG*2 OK NG*2 OK NG*2 OK NG*2 OK OK
Mouse OK OK

Cherry *2 G86‐62401EUADAA
Keyboard OK OK OK OK OK OK OK OK OK OK
Mouse OK OK

Cherry G81‐8000LPDUS‐2
Cherry *2 FK221AA#ABA

Keyboard OK OK OK OK OK OK OK OK OK OK
Mouse OK OK

HP *2 FK218AA#ABA
Keyboard OK OK OK OK OK OK OK OK OK OK
MSR OK NG*2 OK NG*2 OK NG*2 OK NG*2 OK OK
Mouse OK OK

HP *2 FK221AT#ABA
Keyboard OK OK OK OK OK OK OK OK OK OK
Mouse OK OK

Unitech FK221AT#ABA
Keyboard OK OK OK OK OK OK OK OK OK OK
MSR OK OK OK OK OK OK OK OK OK OK

Motorola CS3070‐SR10007WW OK OK
Zebra DS4208‐HD00007WR OK OK *1 OK OK *1 OK OK *1 OK OK *1 OK OK
Zebra LI4278‐TRBU0100ZWR OK OK *1 OK OK *1 OK OK *1 OK OK *1 OK OK
Symbol LS2208‐SR20007R‐NA OK OK *1 OK OK *1 OK OK *1 OK OK *1 OK OK
Symbol LS3408‐ER20005R OK OK *1 OK OK *1 OK OK *1 OK OK *1 OK OK

Honeywell 1400G2D‐2USB OK OK *1 OK OK *1 OK OK *1 OK OK *1 OK OK
Honeywell 1300G‐2USB OK OK *1 OK OK *1 OK OK *1 OK OK *1 OK OK
Honeywell 1900GSR‐2USB OK OK *1 OK OK *1 OK OK *1 OK OK *1 OK OK
Unitech MS320‐1UG OK OK OK OK OK OK OK OK OK OK
Unitech AS10‐U OK OK *1 OK OK *1 OK OK *1 OK OK *1 OK OK

HP BW868AA OK OK *1 OK OK *1 OK OK *1 OK OK *1 OK OK
Datalogic PD8330
Datalogic CO5330‐BKK1 OK OK OK OK OK OK OK OK OK OK
Wasp 633808121662 OK OK *1 OK OK *1 OK OK *1 OK OK *1 OK OK
ID Tech WCR3237‐733U OK OK OK OK OK OK OK OK OK OK
ID Tech IDMB‐334112B OK OK OK OK OK OK OK OK OK OK
ID Tech WCR3237‐700US

UIC MSR213U‐33AUKNR OK OK OK OK OK OK OK OK OK OK
Unitech MSR‐120B‐33U OK OK
Magtek 21073062 OK OK OK OK OK OK OK OK OK OK
Magtek 21040145 OK OK OK OK OK OK OK OK OK OK
Posiflex SA105100

Notes:
*1 : Barcode Scanner setting needs to be changed: The  <ENTER> key needs to appended to the string.
*2: in composite devices with different interfaces, Data can be accessed from the first interface only. 

Device

Not tested ‐ This device is only has cable interface for Posiflex terminal.

ePOS‐Device does not support mouse devices

ePOS‐Device does not support mouse devices

ePOS‐Device does not support mouse devices

ePOS‐Device does not support mouse devices

ePOS‐Device does not support mouse devices

TM‐DT (Windows) as PC
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Web config ePOS‐Device terminal
TM‐i TM‐DT(Windows)

Web config ePOS‐Device terminal

Not tested ‐ (this device has a PS2 interface) TM‐i/DT don’t have PS2 connector

Device Recongnition
Device manager

Data Receive

Not tested ‐ No cable

This device captures and stores barcodes in its internal memory (batch scanning). Later bacodes will be transfer to a host using USB connector or Bluetoth. ePOS‐Device does not support it.

ePOS‐Device does not support non‐HID device (this device uses Virtual COM class.)

(This is Barcode scanner only and
should be in Barcode category)

OK OK OK OK OK OK OK OK OKOK


