
Key Features

•	4800	dpi	optical	resolution	
	 for	remarkable	clarity	and	detail

•	Automatic	scanning	to	easily	share	and	archive		
	 documents	and	photos	(scan	to	e-mail,	copy,		
	 create	PDFs)	with	one	touch	buttons

•	Precision	film	scanning	to	create	enlargements		
	 up	to	14x21	inches

•	Innovative	lid	design	to	easily	scan	oversized		
	 items	and	3D	objects	—	great	for	scrapbooking

•	Built-in	Transparency	Unit	to	scan	35mm	slides		
	 and	negatives	with	ease

•	One-touch	restoration	of	faded	color	photos

•	Advanced	Digital	Dust	Correction	to	remove		
	 dust	from	photos	and	film

•	Creativity	software	included	so	you	can	do		 	
	 more	with	your	photos
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Weight and Dimensions (W x D x H) 
5.7	lb;	16.9"	x	11"	x	2.2"

SCANNer
Photoelectric Device	 Color	epson	MatrixCCD® line	sensor

Resolution	 4800	dpi	optical;	4800	x	9600	dpi	hardware

Maximum Resolution	 12,800	x	12,800	dpi

Effective Pixels	 40,800	x	56,160	(4800	dpi)

Hardware Bit Depth	 Color:	48-bit	internal/external;	
	 	 Grayscale:	16-bit	internal/external

Optical Density	 3.2	Dmax

Scaling (zoom)	 50	–	200%	(1%	step)

Transparency Unit	 35mm	Transparency	Adapter	
	 	 Film	holder	—	6	negatives,	4	slides

Buttons	 4	buttons;	Scan,	e-mail,	Copy	and	PDF

Maximum Read Area	 8.5"	x	11.7"

Light Source	 White	cold	cathode	fluorescent	lamp

Scanning Speed	 4800	dpi	High-speed	Mode	
	 Monochrome	 12.0	msec/line	
	 Full	color	 12.0	msec/line

SySTeM
Connectivity	 Hi-Speed	USB	2.0	/	1.1

Operating Systems	 Windows®	and	Macintosh®	requirements,	
	 	 350MB	of	available	hard	disk	space		 	
	 	 (for	Windows),	735MB	of	available	hard	
	 	 disk	space	(for	Macintosh),	1GB	rAM	
	 	 recommended	for	Digital	ICe,™	available	
	 	 USB	connection,	128MB	rAM	(256MB	
	 	 recommended),	additional	Windows	
	 	 requirements,	IBM®	compatible	PC	with	
	 	 Pentium®	II	450	MHz	or	higher	processor,		
	 	 USB	1.1	–	2.0,	Windows	Vista,™	XP		 	
	 	 Professional	x64	edition,	XP	Home/XP			
	 	 Professional,	2000	Professional,	additional		
	 	 Macintosh	requirements,	CPU:	PowerPC®	
	 	 G3	400	MHz	or	Intel®	based	CPU,	
	 	 USB	1.1	–	2.0,	Mac	OS®	X	10.2.8	or	later

Software	 epson	Scan	with	epson	easy	Photo	
	 	 Fix®	technology,	epson	Creativity	Suite,	
	 	 ArcSoft® PhotoImpression,™ 
  ABByy® Finereader® Sprint	Plus	OCr

Warranty	 One-year	limited	warranty	in	the	U.S.	
	 	 and	Canada

www.epson.com
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